


• Aluminium baking trays 
   and wire grid, Nickel 
   coating pan support

• 90° Door latch for 
   safe, easy chamber 
   access

• Rounded interior 
   corners for easier 
   cleaning

• Exterior body AISI430 
   and interior AISI201, 
   exterior for durability

Uniform Heat 
Conduction
Stainless steel baffle 
to generate heat 
more evenly

Brilliant LED 
Lighting
Interior chamber 
light for visibility 
during cooking

Built-in Grill
Built-in grilling 
function for finishing 
and browning

Durable Slanted 
Front Glass
Double pane tempered 
for clear, safe display

5-Side 
Insulation Design 
Improved energy 
efficiency and 
excellent insulation 

Product Design Overview

Details

Comparison

This model is designed with practicality at its core: cool-touch double-glazed 
glass for safety, 90° door latch access, and an interior chamber light so you can 
monitor the process at a glance. Whether you're baking pastries, roasting meats, 
or grilling vegetables.
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Temperature Range: 
50°C  to 260°C 

Switches to standby after 
60 minutes of inactivity
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YXD-3AE
Manual Control

YXD-3DI
Digital Control

Digital panel 2 knobs & 1 
switch
1-minute cooking 
temperature

3 knobs

10-minute cooking 
temperature
Temperature Range: 
50°C to 300°C 
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Product Summary

Code
Energy 

Consumption
Dimensions

(W x D x H mm)
Weight

(kg)
Power

(kW/A)

38595x595x585

2.4/10

2.4/10

382.4kW/MJ

2.4kW/MJ

Ingress 
Protection Class

IPX3

IPX3

595x595x585

60

60

Net 
Capacity (L)

62

62

Gross
Capacity (L)

22 min up to 260°C

22 min up to 260°C

Preheating
Time

50 to 300°C

50 to 260°C

Temperature
Range

YXD-3AE

YXD-3DI

YXD-3DI YXD-3AE

Front Side


